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PHILIPPINES UPDATE 

WORKOVER OPERATIONS COMMENCE 

SERVICE CONTRACT 44 (100%), Onshore Cebu, Philippines 

 Workover operations have commenced – working daylight hours only. 

 Currently drilling out cement plug at a depth of 3,220 feet (981.5 metres). 

 Forward plan is to clean out hole to a depth of approximately 2,250 metres. 

 Main target is a gross 28 metre oil bearing sandstone at a depth of 2,173 metres. 

 Secondary targets are shallower sandstones that may contain and produce natural gas. 

 Workover operations likely to take 3+ weeks to complete. 

 

BACKGROUND: Gas and oil bearing sandstones are present deeper in the Malolos-1 well but they 

were not targeted during the Phase 1 workover which was conducted in March, 2010. The Phase 1 

workover targeted gas bearing sandstones above 1,000 metres in depth. This worked confirmed the 

existence of multiple, shallow, natural gas and oil bearing sandstone intervals. 

Oil (39° API) was recovered on several drillstem tests conducted over the gross interval 2,185-2,233 

metres when the Malolos-1 well was originally drilled and tested in 1960. Sustained production from 

these oil bearing sandstones was not established at that time. We will now try and access these 

same oil reservoirs and conduct tests to try and establish commercial oil production. 

Numerous other sandstone intervals are located within the well above the oil bearing sandstone 

(2,173 metres). The original well records indicate that both gas and water have been produced from 

these intervals on open hole drillstem testing. We will now try to fully evaluate the distribution of gas 

and water and if possible establish commercial gas production.  

 

PHASE 2 WORKOVER: The remaining Phase 2 workover will involve: 

 drilling out the existing cement plugs and cleaning the cased hole from 1,000 – 2,250 metres 

 cased hole electric logging  

 a decision on recompletion and flow testing of selected oil and potentially gas bearing 

sandstones at the deeper levels (above 2,200 metres) 
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